'@E Quick selection chart — freezing condensing units

SPOL. § RO,

Condensing units for freezing stores applications selection chart. Cooling units capacity are given for

T

am

p= +27°C and evaporating temperature Te=-30°C.

Freeze Stores - units capacity overview 1 - 34 kW (rR404A, T,,,=+27°C)
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JME-3SC-1000 N 9.1
JME-ZB-75 o 8.7
JME-3SC-1000.10 T 8.6
JLE-BP-620 N 7.7
JLE-3SC-750 T 7.7

JLE-BP-600 T N 7.4
JLE-CP-600 T 7.2
JLE-ZF-24 T N 6.5
JLE-CP-500 [ 6.4
JLE-BP-500 [ 6.1
JME-ZB-56 N 6.1
JLE-CP-400 [ 5.4
JLE-BP-400 [ 5.2

JLE-ZF-18 [ 5.2

IME-ZB-45 [ 5.1

JME-ZB-38 [ 44

JLE-ZF-15 [ 4.2

JME-ZB-30 [ 3.6
JLE-BP-300 I 35
JLE-CP-300 I35

JLE-ZF-13 [ 3.3

IME-ZB-26 = 3.1

JLE-ZF-11 29

IME-ZB-21 = 25

JLE-CP-200 = 25

JLE-BP-200 W 2.4

JLE-ZF-09 [ 2.4

JME-ZB-19 [ 2.2

JLE-CP-150 1 1.8

JLE-BP-150 ] 1.6

JLE-CP-100 @ 15

JME-ZB-15 15

JLE-BP-100 I 1.4

JME-D-10 3 0.7
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Quick selection chart — cooling condensing units

JME-6SJ-4000
JME-6SH-3500
JME-SM-370
JME-ZR-370
JME-6SH-3500.10
JME-4SJ-3000
JME-ZR-310
JME-4SJ-3000.10
JME-4SH-2500
JME-SM-250
JME-4SH-2500.10
JME-ZR-250
JME-4SA-2000
JHE-SM-185
JHE-ZR-185
JME-SM-185
JME-ESH-185
JME-ZR-185
JME-3S5S-1500
JME-3SS-1500.10
JME-ZB-110
JME-ESH-170
JHE-ZR-160
JME-ZB-92
JME-ZR-160
JME-3SC-1000
JME-ESH-150
JHE-SM-125
JME-3SC-1000.10
JME-M-125
JHE-ZR-125
JME-ZB-75
JME-SM-125
JME-ZR-125
JME-M-100
JME-ESH-125
JHE-ZR-100
JME-ZR-100
JME-ZB-56
JME-M-80
JHE-ZR-80
JME-ZR-80
JME-ZB-45
JME-M-64
JHE-ZR-64
JME-ZR-64
JME-C-64
JME-ZB-38
JME-ZB-30
JME-ZB-26
JHE-ZR-40
JME-C-40
JME-ZR-40
JME-M-40
JME-ZB-21
JME-C-28
JHE-ZR-28
JME-ZB-19
JME-ZR-28
JME-M-28
JME-ZB-15
JHE-ZR-18E
JME-ZR-18E
JME-M-18
JHE-E-15
JME-E-15
JHE-E-13
JME-E-13
JHE-D-09
JHE-D-07
JHE-D-05

Cold Stores - units capacity overview 1 - 84 kW ( R404A, Tanp=+27°C)
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